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ABSTRACT tated music or music from traditions not based on scores,
to discuss aspects of music not represented in symbolic no-
This work deals with pitch content visualization tools for tation by the analysis of recordings. This may include both
the analysis of music performance from audio recordings. components that depend on the performance [7] (such as
An existing computational method for the representation temporal and tuning micro-deviations), or the precise de-
of pitch contours is briefly reviewed. Its application to mu- termination of the tuning system of a certain music [6].

sic analysis is exemplified with two pieces of non-notated  pifferent software tools for computer-aided analysis, vi-
music: a field recording of a folkloric form of polyphon-  syalization and annotation of recorded music have been
ic singing and a commercial recording by a noted blues developed, for instance Sonic VisualiseThey typical-
musician. Both examples have vocal parts exhibiting com- |y include traditional time-frequency representationsl an
plex pitch evolution, difficult to analyze and notate with gigital signal processing tools intended for music informa
precision using Western common music notation. By us- tion retrieval, such as onsets or pitch detection. Some mid-
ing novel time-frequency analysis techniques that improve |eve| representations are also available, i.e., signasfoa-

the location of the components of a harmonic sound, the mations that tend to emphasize higher semantics than the
melodic content representation implemented here allowsenergy in the time-frequency plane [4]. Those mid-level
a detailed study of aspects related to pitch intonation andrepresentations are usually devised to facilitate the sub-
tuning. This in turn permits an objective measurement of sequent feature extraction and processing of an automat-
essential musical characteristics that are difficult orasp  jc algorithm. However, as suggested in [5], they can also

sible to properly evaluate by subjective perception alone, pe ysed by humans to study performance nuances such as
and which are often not accounted for in traditional mu- pjtch modulations or expressive timing.

sicological analysis. Two software tools are released that

X . In this article, examples are given of the type of anal-
allow the practical use of the described methods.

ysis that can be done with an implementation of the pitch
salience representation proposed in [2] by an end-user with
1. INTRODUCTION a musicological background (first author). In addition, two
] ) ) . graphical software tools are released that allow the practi
Most of the_establlshed technlqu_es for musical analysis 5| se of the described methods by the research commu-
do not work directly on the acoustic signal, but on some ni The representation proposed, called FOgram, is based
k|nd of symbolic repr(_esentatlon of it [1]. This represen.ta— on the Fan Chirp Transform (FChT) [13] and seeks two
tion reduc_es the continuous and complgx sound ﬂQW It main goals: firstly, the precise time-frequency location of
a s-et of discrete events, usually determme_zd by thel_r mostyq components of a complex sound, using recent analysis
salient parameters, such as temporal location, duration an g cnniques that overcome the limitations of the classical
pitch. Applications of spectrographlc analy_5|s of souqd 10 to0ls: secondly, the automatic grouping of all the compo-
the development of new tech-nlques .of musical analysis be'nents that are part of the spectrum of a single harmonic
gan to be exp!oreq systematically with the wgrk by Robert source, highlighting the fundamental frequengy, This
Cogan [3]. Using time-frequency representations of the au- oy es it possible to obtain an accurate graphical represen-
dio signal, Cogan proposes an analytical method applica-ta¢ion of the temporal evolution of the melodic content of
ble to both s.t.ructural and local gspects ofa ml%s'ca' PIECe. 5 music recording, that allows the detailed study of perfor-
that exemplifies analyzing music from very varied corpus. mance aspects related to pitch intonation and timing (e.g.

Recently, techniques based on sonographic representationﬂming system, vibrato, glissando, pitch slides).
have been applied extensively to the analysis of electroa- ’ ’ '

coustic music [8]. These tools are also being applied to no- The remaining of the document is organized as follows,

Sections 2 and 3 briefly describe the time-frequency anal-
ysis and the pitch salience computation respectively. Ex-
Permission to make digital or hard copies of all or part of thisknfor amp|es of performance music ana|y5i5 using the released
personal or classroom use is granted without fee providetctipies are tools are provided in section 4. The paper ends with some
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2. TIME-FREQUENCY ANALYSIS For polyphonic music analysis there is no single optimal
value, so the approach followed in [2] is to compute sev-
eral FChT instances with different values. This yields a
multidimensional representation made up of various time-
frequency planes. The selection of thevalues that pro-
duce the better representation of each sound present is per-

Music audio signals often exhibit ample frequency mod-
ulation, such as the typical rapid pitch fluctuations of the
singing voice. Precisely representing such modulations is
a challenging problem in signal processing. It is reason-

able to look for a signal analysis technique that concen- ¢ od by means of pitch salience. A comparison of the

trates the energy of each compoqent in the t|me-frequeqcySTFT and the STFChT applied to a polyphonic music au-
plane as much as possible. In this way, the representation,. =~ . . . -
dio clip is provided in Figure 2.

of the temporal evolution of the spectrum is improved and
the interference between sound sources is minimized, sim-
plifying the task of higher level algorithms for estimatjion
detection and classification.

The standard method for time-frequency analysis is the |
Short Time Fourier Transform (STFT), which provides con-
stant resolution in the time-frequency plane. A typical al-
ternative for multi-resolution analysis is the Constant Q
Transform (CQT). Both representations produce a Carte-
sian tiling of the time-frequency plane, as depicted in Fig-
ure 1. This may be inappropriate for non-stationary sig-
nals, for instance a frequency modulated sinusoid, namely z«f
a chirp. The virtue of the FChT is that it offers optimal
resolution simultaneously for all the partials of a harnconi = .,
linear chirp, i.e. harmonically related chirps of lineag-fr
guency modulation. This is well suited for music analysis o e SeLst =i
since many sounds have a harmonic structure and their fre ~ * ™" ™ g ® " U7 " T T
quency modulation can be approximated as linear within ., Comparison of the Fograi computed with the Fourier Transform and the Fan Chirp Transform
short time intervals. ‘ | ‘ ‘ | ‘

The FChT can be formulated as [2],

STFT (N=2048 samples with sr=44100 Hz) STFCHT
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whereg, (t) = (1 + % at)t, is a time warping function. : ‘
The parametew, called the chirp rate, is the variation rate " e

of the instantaneous frequency of the analysis chirp. No-

tice that by the variable change= ¢, (t), the formulation  Figyre 2. Above: Comparison of the STFT and SFChT for
can be regarded as the Fourier Transform of a time warpedan excerpt from the example of section 4.1. The chirp rate
version of the signak(t), which enables an efficient im- f the most prominent sound source is selected for each
plementation based on the FFT. If a harmonic chirp is ana- frame. Note the improved representation obtained for this
lyzed and the correct value is selected for the transform,  source while the rest is blurred. Below: FOgrams obtained

the warping yields sinusoids of constant frequency so thefrom the DFT and FChT. Rapid pitch fluctuations are better
spectral representation is a set of very narrow peaks. represented in the latter.
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3. PITCH SALIENCE REPRESENTATION

A representation intended for visualizing the pitch con-
tent of polyphonic music signals should provide an indica-
tion of prominence or salience for all possible pitch values
Figure 1. Time-frequency tiling sketch for the STFT, the Within the range of interest. A common approach for pitch
Short Time CQT and the Short Time FChT and the result- salience calculation is to define a fundamental frequen-
ing resolution for a two-component harmonic linear chirp. ¢y grid, and compute for each frequency value a weight-

ed sum of the partial amplitudes in a whitened spectrum

A time-frequency representation can be built by com- [5,13]. A method of this kind was used in [2] and is briefly
puting the FChT for consecutive short time signal frames, described in the following.
namely a Short Time FChT (STFChT). This requires the  Given the FChT of a frameX(f, «), salience of fun-
determination of the optimal value for each signal frame. damental frequency, is obtained by summing the log-

Time



spectrum at the positions of the corresponding harmonics, 4. CASE STUDIES

i In order to exemplify the application of these techniques
o(fo, ) = 1 Z log | X (i fo, )], 2) to musicological analysis, we have selected two pieces of
nH — non-notated music, both of them with vocal parts exhibit-
ing complex pitch evolution, very difficult or downright

whereny is the number of harmonics located up to a cer- impossible to notate with precision using Western common

tain maximum ana|ysis frequency. This is Computed for music notation: a field recording of afolkloric female vocal
each signal frame in a certain rangefgfvalues. trio from west-central Bulgaria, and a commercial record-

Some postprocessing steps are carried out in order to atiNd Py noted blues singer and guitarist Muddy Waters.

tenuate spurious peaks at multiples and submultiples of the

true pitches, and to balance different fundamental frequen 4.1 Diaphonic chant of the Shope country

cy regions [2]. Finally, for each fO in the grid, the highest _ )
salience value is selected among the different available ' roughout the world, folkloric forms of polyphonic

values. In this way, a representation that shows the evolu-Singing are relatively scarce, one of the most notable ex-
tion of the pitch of the harmonic sounds in the audio signal C€Ptions being the diaphonic singing of the Shope region in

is obtained, namely an FOgram. Examples of the resu|tingwest—central Bulgaria. A closely related form can be found

representation are depicted in Figure 3 for two short audio N the Pirin region in the south-west of the country, and
clips. The FOgram produces a fairly precise pitch evolu- €Xtending into the Republic of Macedonia.

tion representation, contrast balanced and without spuri- AS @ general rule, these polyphonic songs are performed
ous noticeable peaks when no harmonic sound is present@Y female singers, and the sound itself of the voices is usu-
Note that simultaneous sources can be correctly represent@!ly €nough to impress listeners not familiar with this id-
ed, even in the case that they coincide in time and frequen-oM- But the treatment of pitch in these two-part songs, or
cy if their pitch change rate is different. Figure 2 shows dvuglasalso has some unique characteristics.

a comparison of the FOgram obtained from the DFT and  Inatypical setting, the melody partis sung by one singer,
the FChT. The improvement in time-frequency localization and the second part by two or sometimes more. The up-

provides a more accurate representation of pitch. per part has several classified melodic gestures, one of the
most characteristic being a sort of—usually fast—qglottal

trill called tresene Another characteristic gesture is the
izvikvane a form of ending the phrases with a fast upward
leap on the vowel sountkee”. The second part is more
- 8 static, and has been described as a “drone” or pedal. It usu-
B*M /ﬂ—' f" p— ally stays on the tonic of the mode, with occasional devi-
k 7 i ations to the sub-tonic when the melody descends to the
tonic. Both parts join, however, to perform tie/ikvane
w ‘ i L ‘ : ‘ ; : together. Apart from some fast swoops, the melody part
- \ \ T \ \ \ moves within a very limited range, especially in the Shope
w region. This results in a preponderance of narrow intervals
L AN 1 between the voices [9, 10].
3 A *@ AMAAM For our case study, a commercially available field record-
i ing of a folkloric group from the Shope region was used
[12]. The recording is identified, without further informa-
tion, as a “Harvest Song” performed by a female vocal trio
e T from the village of Zheleznitsa. The recording date can be
Detailed visualization placed around 1980. The song consists of 9 short phrases
of similar duration (ca. 1012 s), structured as three varia-
tions of a group of three distinct phrases.
e [ Figure 4 shows an FOgram of the third of these phras-
es, exhibiting all the characteristics described above: th
- second part begins in the sub-tonic and soon moves to the
oz om om om om 1w 1 im | 2 2r 5 s tonic for the rest of the phrase, while the first part moves
Time (s) Time (s) Time (s) . . .
both above and below the tonic, singing a more embel-
lished melody that includes faster and slowresene The
cadentialzvikvanecovers a narrow octave before descend-
ing back to the tonic area, and sounds like a unison of the
Sthree voices, in accordance with the prevailing descriptio
of izvikvane The FOgram allows us to appreciate, however,
that there is actually a slight separation of the voicesy ver
difficult to perceive by listening alone.

Examples of FOgrams
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Figure 3. Above: FOgram examples for audio excerpts of
popl.wavand operafem4.wavfrom the MIREX melody
extraction test set. Below: Detailed visualization. Chogs
pitch contours are well resolved, and simultaneous source
and rapid pitch fluctuations are precisely represented.
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Figure 4. One phrase of the Harvest Song, showing characteristis ¢f@Shope diaphonic singing: melodic ornamentation
in the first part (includingreseneand a finalzvikvang, and a pedal on the “tonic” in the second part, with a slowsgihdo.

An analysis of the simultaneities confirms that narrow tions, although it was found in various degrees in several
intervals prevail, and a variety of intervals can be found recordings analysed, suggesting that these traits conform
between the unison and the major third. The FOgram ob-a characteristic feature of the Shope musical idiom and
tained from the FChT permits a precise measurement ofshould be considered an essential component of the power-
these type of intervals, as can be appreciated in Figure 2 ful expressiveness of this particular form of folkloric peol
Of special interest was the location of the sub-tonic, and phonic singing. These analysis techniques should be ap-
the interval most frequently found lies half-way between plied to a wider corpus to properly assess the importance
one and two semitones below the tonic (sec. 23—-24). Thisof this performance practice.
same kind of “second” can often be found above the tonic,
in the upper part (sec. 28-29). The speed anq range of the4.2 Muddy Waters - Long Distance Call
tresenecan also be assessed with good precision. Typical
rates are around-® Hz (sec. 26-27), but slower rates can The Blues is a genre of popular music deeply rooted in
also be found (sec. 30-31). The width is variable, extend- the African-American folksong tradition of the rural South
ing through intervals of up to three semitones (sec. 26).  of the United States, and as such it shows several traits

So far, the analysis of the FOgram confirms—and per- that differ considerably from those found in the traditibna
mits a better measurement of—the characteristics describe&uropean musical system. The most characteristic of these
Observing the second part with more detail, however, its traits are the so-callethlue notes”, the precise definition
behavior should be striking: instead of remaining on a fixed of which has been elusive and even somewhat controver-
note, as its supposed character of “drone” would suggest,sial. A simplistic but widely circulating definition reduse
it performs a slow upward glissando, covering roughly the them to the use of the minor third and minor seventh de-
equivalent of a semitone (from F tof)Fduring approxi- grees (sometimes also the diminished fifth) in a major-
mately 7 seconds. This displacement of the tonic not only key context, for example,Eand B in C major. Actual-
occurs in various degrees in all the phrases throughout thdy, this performance practice is much more complex, and
song, but it also covers different pitch areas in each oneentails two related but distinct aspects: the use of pitches
(e.g., between E and F, ot Bnd G), resulting in a sort of  that lie outside the standard Western tuning system, and
“roving” tonic. Field recordings from different villagesi  continuous variations of pitch within certain tonal region
the Shope region were analysed, and a similar behaviourRather than fixed tones in a discrete scale system, blue
was found in most of them, with glissandi of the “pedal” notes would be flexible areas in the pitch space. For the
notes typically spanning between 50 cents and a semitoneanalysis of the behaviour of these pitch complexes in ac-
within a phrase. In the course of the song, the intonation of tual performance, we chose a recording by Muddy Waters,
the local “tonics” can vary as much as three semitones.  one of the most important blues musicians of all time, re-

The implications are two-fold and of paramount impor- garded as an unsurpassed performer both as a guéadst
tance: unlike a typical drone or pedal point, essentially+st  as a singer.
ic, this second part has a dynamic character, and this kind On January 23, 1951 he recorded his own composition
of slowly ascending movement imposes on the polyphony “Long distance call” for Chess Records. He sings and plays
a very particular tension and expressiveness. Additional-electric guitar, and is accompanied by Marion “Little Wal-
ly, the fact that the “tonic” varies between phrases, turns ter” Jacobs on harmonica and Willie Dixon on double bass.
somewhat fuzzy the idea itself of modal tonic. The song is a standard 12-bar, three-line stanza bluesewher

This phenomenon is not mentioned in the consulted bib- the second line in each verse repeats the first, and the third
liography and is not represented in the available transcrip is a rhyming conclusion. After a 4-bar introduction, the
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Figure 5. Muddy Waters, “Long distance call” (1951): FOgram show@ugtinuous pitch contours of the voice, and ap-
proximate musical transcription informed by the analy$ithe FOgram.

first stanza extends from measure 5 to 16. Figure 5 shows The musical transcription offered here is informed by
the FOgram and the transcription of the six measures wherehe analysis of the FOgrarh,and differs in many substan-

Muddy Waters sings the lyrics: mm. 5-6, 9-10 and 13-14. tial details from published transcriptions [11], as well as
Each of these 2-bar vocal phrases is followed by a 2-barfrom what was perceived by highly trained musicians that
instrumental response, omitted in the figure.

2 Just as with pitches, Muddy Waters’ treatment of duratioes|isally
flexible. The note values chosen for the transcription ape@pmate, and
the vertical alignment with the FOgram is not always perfect.



were asked to listen to the recording. Observing the FOgramSonic Visualiser that computes the pitch contours repre-

it is easy to see why: the melody consists mostly of con- sentation. Within this application several other featuanes

tinuously varying pitches, with few moments of stability available that can assist the analysis. A Ma®aBUI is al-

other than the resolution on the tonic, and these exhibitso released that includes additional functionalities and i

a wide terminal vibrato. In this context, the perception of formation, better suited for signal-processing reseasche

definite notes requires a decision on the part of the listener  The improvement of the pitch contours representation

that is partly subjective. For example, the first three notes and its application to different music scenarios are the fol

(“You say you”) are normally perceived as B, but a lowing directions for future research.

closer inspection reveal that the first note is actually & fas

“scoop” around a slightly high i and the second a con- 6. ACKNOWLEDGMENTS
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